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entrada RAG TEXTURED 300
Specification Data Sheet

Product Description 

Entrada Rag Textured 300 is the first new addition to the renowned Entrada family in over 10 years.  
Its subtle texture and warm tone exhibits the same superb Entrada printing qualities that put Moab 
on the map almost 15 years ago.  The wide tonal range and high dMax remains unparalleled for a 
cotton matte paper.  The defined, yet restrained, texture enhances the printed image without being 
distracting.  Entrada Rag Textured 300 is a 100% cotton, single-sided, 300gsm, OBA-free paper.

Application

Photography, Portrait, Posters, Graphic Art Reproduction

Type of Material
Basis Weight
Caliper
Whiteness (D65, 2° at 460 nm)
OBA Content
Acid Free
PH Value
Surface

Recommendations

(212) 683-6990 (NYC)   (562) 928-5600 (LA)    moab@legionpaper.com  www.moabpaper.com

100% Cotton 
300gsm
22.5mil
90.8
None
Yes
Neutral
Matte
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Aqueous Piezo Printer Compatibility
Aqueous Thermal Printer Compatibility
Ink Compatibility
Storage

Print Settings & ICC Profile

Epson, original pigmented inks
hp Z-Printer, Canon Printer with original pigmented inks
Pigment, Dye
72°F (22°C); Relative Humidity: 20-70% (Store in
original packaging)
Our Custom ICC Profile will produce optimum 
results


